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U-Groove Aluminum Weld Strength Improvement

V. Verderaime* and R. Vaughan*
NASA Marshall Space Flight Center, Huntsville, Alabama 35812

Though butt-welds are among the most preferred joining methods in aerostructures, their strength dependence
on inelastic mechanics is generally the least understood. This study investigated experimental strain distributions
across a thick aluminum U-grooved weld and identified two weld process considerations for improving the multipass
weld strength. One is the source of peaking in which the extreme thermal expansion and contraction gradient of the
fusion heat input across the groove tab thickness produces severe angular distortion that induces bending under
uniaxial loading. The other is the filler strain hardening decreasing with increasing filler pass sequences, producing
the weakest welds on the last weld pass side. Both phenomena are governed by weld pass sequences. Many industrial
welding schedules unknowingly compound these effects, which reduce the weld strength. A depeaking index model
was developed to select filler pass thickness, pass numbers, and sequences to improve depeaking in the welding
process. The result was to select the number and sequence of weld passes to reverse the peaking angle such as to
combine the strongest weld pass side with the peaking induced bending tension component side to provide a more
uniform stress and stronger weld under axial tensile loading.

Nomenclature

elastic modulus, ksi

material strength, ksi

specimen thickness, in.

weld pass thickness, in.

inelastic strength coefficient, ksi

induced moment, in.-kips

weld sequence number

= applied axial load, kips

= strain-hardening exponent, total number of weld passes
= temperature, °F

= U-groove tabs thickness, in.

= specimen width, in.

= coefficient of thermal expansion, in./in./°F
= peaking angle, rad
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Subscripts

elastic variable

strain gauge number, weld pass series
weld pass number

designated temper

moment variable

axial load variable

inelastic variable

tensile ultimate

= tensile yield

= thermal variable
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Introduction

S structural environments and component sizes increase, butt-

weld thicknesses increase, weld development and processes
become more complex, and joint strengths are less predictable. One
early study modeled a uniaxial butt-weld specimen having different
inelastic lateral contraction rates between preweld material and weld
filler and discovered a metallurgical discontinuity at the interfaces.!
Discontinuity stresses, especially transverse shear, were later ex-
perimentally verified on a thick weld cross section in uniaxial test.2
The primary objective of the reported study was to further explore
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the multipass welding process and resulting structural properties of
weld filler passes from experimental test data® and to identify weld
process variables that should improve strength performance.

Weld Peaking Specimen

The aluminum test specimen shown in Fig. 1 was a 0.71 in. wide
slice from a double U-grooved butt weldment of two very large ma-
chined 2219 aluminum panels. The weld filler was 2319 aluminum
with the beads ground off. The panels were 1.4 in. thick, and the
butted tab thickness between the double U grooves was 0.375 in. It
was tungsten inert gas welded using the symmetrical welding sched-
ule noted in Fig. 1, referred to as a normal welding schedule. The
butted tabs were tacked and then continuous fusion welded from the
same side, incurring a net initial peaking angle ¢,. Weld peaking
is an unintentional angular panel displacement resulting from weld
thermal gradient strain. Subsequent welds were filler passes serially
applied, first in the groove opposite passes 1 and 2 and then on the
reverse side groove, for a total of eight passes.

Weld pass 1 (Fig. 1) was crucial to the butted edge mismatch. In
this weld pass, the double U-groove tabs at the midplane were butted,
the panel surface planes were aligned, the assembly was constrained,
and the butted tabs were fusion tack welded (without filler material)
on one side. The tack weld pass produced local thermal expansion on
the butted tabs and was followed by cooling contraction. The cooling
induced a tensile strain on the tack weld side and compression on
the unfused side of the tab, which mildly peaked the panels with the
obtuse angle on the tack welded (pass 1) side.

The intense weld heat input from pass 2 severely increased the
adverse peaking angle. It was another fusion weld pass applied con-
tinuously on the same side of the tack weld, and it had the highest
heat input rate to fuse the total tab thickness. The associated extreme
thermal expansion and contraction gradient across the tab thickness
produced the maximum peaking angle in the process with the obtuse
angle again on the heat source (pass 1) side.

The next three passes were weld filler passes (thinner than the
tabs) requiring less heat and were applied in the groove opposite the
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Fig. 1 Test specimen configuration.



134 VERDERAIME AND VAUGHAN

tack pass 1 side. Each weld pass produced a thermal gradient and
expansion across the welded section. Upon cooling, the filler pass
contracted inelastically and then elastically in tension, which bent
and strain hardened the tabs and the built-up filler passes. These
passes reduced the peaking angle (depeaking) produced by the two
fusion weld passes. Subsequent weld filler passes were applied on
the opposite groove, producing less thermal straining and moder-
ately increasing the weld peaking.

Depeaking Model

The extent of peaking at any point in the process depended on the
initial peaking from the fusion passes and the depeaking and peaking
contributions of successive filler weld passes. Increasing the laid-up
weld thickness increases the section modulus, which stiffens and re-
duces the panel deflection rate induced by the succeeding thermally
contracted filler passes. It then follows that successive thermal bend-
ing and strain hardening decrease and that the net depeaking angle
is governed by the groove side accumulating the most and earliest
thermal tensile straining. Therefore, the peaking angle ¢,,, for any
pass j > 2 and at the mth sequence in the welding process may be
expressed by

Im=2+ ) s5i9; )

j=3
where the first term is the initial peaking angle (¢, > ¢3) produced
by the fusion welds on the U-groove tabs. The second term is the
sum of subsequent depeaking and peaking weld passes for j > 3.
The coefficient s polarizes the weld pass sequence, where s = +1
refers to the peaking weld pass applied in the groove on the weld
pass 1 side of the specimen and s = —1 refers to the depeaking pass
applied in the opposite groove.

Figure 2 qualitatively models the weld peaking behavior of the
Jjth pass in the welding process. The peaking angle ¢ at the jth weld
pass was derived with designer control variables, which are the weld
pass thicknesses h;, the polarity, and the accumulated thickness.
Passive control variables, such as material constants and unique
coefficients, were lumped into unquantified coefficients leading to
versatile qualitative expressions.

The cooling contraction of the jth weld pass induces a tensile
force of

fi=o0ah; )

where the thermal stress is derived from the filler thermal contraction
equated to the stress tension displacement,

A =aaT = a(o,/E)
and is reduced to
oy =aET 3)

-
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Fig. 2 Peaking from jth filler pass.

Substituting Eq. (3) and the moment arm in Fig. 2 into Eq. (2),
the moment imposed by the thermal contraction force about the
accumulated weld passes centroid is

1 1 .

M; = f,sj[igh,} = EaETsjhj;h,- @
and the resulting peaking angle of the stub filler section was approx-
imated by a third-degree stress function*:

_ C]de
E— -—___3
E( 3 hi—hy)

Substituting Eq. (4) into Eq. (5), the peaking angle induced by the
Jjth weld pass is

?; 5)

cs jh j Z; h,-
= 3
(227" h)
Substituting Eq. (6) into the second term of Eq. (1), the depeaking
angle at the end of the mth sequence is given by

¢; = (6)

Pn>2=m— 2 = Zsj¢j =Celm>2

=3

where the desired depeaking index is expressed by

™. sik; Y1k
Zn>2= Y “J—_Zﬁ; @)
3 (Zz h")

The depeaking index of Eq. (7) was applied to the normal welding
schedule of Fig. 1, having a uniform filler weld pass thickness in
inches of
_ (H~-1) _ (1.4 - 0.375)
T n-2 " 8-2
Substituting the uniform filler thickness into Eq. (7), the depeaking
index after the m = 5 pass is

h; =0.17

_0.17(0.375+ 0.17)  0.17[0.375 + 2(0.17)]
(0.375) (0.375 + 0.17)3

_ 0.17[0.375+3(0.17)] _
0375 + 20.1DF

and afterm =n = 8§ is

5=

=33

Z3=Zs+0.56 = -2.7

Depeaking indices after each filler pass are listed in Table 1 for
centered tabs and for a normal weld schedule. Because the specimen
showed a peaking angle of 0.02 rad, the peaking index may be
assumed to be Z; > +2.8 and the normal weld schedule proved
to be insufficient. In another case, the U-groove tabs were assumed
to be machined off centered by a distance equal to one pass of the
same filler thickness to provide an additional depeaking weld pass
opposite the obtuse angle side and within the specimen thickness.
The depeaking index increased to ~3.3, which might have reversed
the weld peaking side.

Other weld schedule options with centered tabs were assessed
through Eq. (7). Increasing the welds to four thinner filler passes
than the normal weld schedule on the peaking side for a total of
seven filler passes and two fusion welds provided an index of —2.8
and no improvement over the normal weld schedule. Increasing the

Table1l Depeaking indices at weld sequences

Weld sequence, m 3 4 5 6 7 8

Centered tab, Z -7 -25 =33 =31 =29 =27
Off-centeredtab, Z -17 =25 -33 -36 -34 -33
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weld passes to eight uniform filler thickness provided a worse index
of —1.9.

Weld Test Data

The complex thermal straining, work hardening, and annealing
environments experienced by each unique weld pass posed the ques-
tion of how unique their structural properties might be after the final
heat treatment. Reference 3 provided the necessary experimental
strain data of the Fig. 1 specimen and as instrumented in Fig. 3. A
total of five equidistant electrical strain ganges were oriented to ob-
tain axial strain measurements along the specimen thickness under
uniaxial loading.

Surface mounted gauges 1 and 5 measured strains from weld
passes 8 and 5, respectively, of the normal welding schedule. Gauges
2, 3, and 4 measured average strains from pairs of weld passes 7
and 6, 1 and 2, and 3 and 4, respectively. Table 2 provides the ex-
perimental strain gauge data as a function of incrementally applied
axial loads.

Figure 4 illustrates the measured strain distributions along the
weld filler cross section, using Table 2 data. At loads less than 15
Kips, strains are seen to produce planes of uniformly varying strains
along the cross section that are indicative of elastic bending of a
homogeneous material. Inelastic strain responses are spotted by the
onset change of constant strain rate to a suddenly increased rate un-
der constant loading rate. The inelastic strains are noted to not con-
form into planes for common steps of axial loading, which clearly
denotes zones of nonhomogeneous filler materials. This onset of
inelastic strain behavior of each weld pass under constant load rate
signifies a unique filler pass property, which may be estimated from
materials and load equilibrium models.

Table 2 Experimental weld strains, 103 in./in.

Loads N, kips
Gauge S 10 15 20 25 30 35
08 15 26 40 63 104 190

1

2 0.5 1.0 1.6 24 34 5.6 11.8
3 0.4 0.9 1.4 20 28 4.0 7.0
4
5

0.4 0.8 1.3 1.8 26 3.7 7.0
0.4 0.6 1.0 1.2 16 20 32

Fig. 3 Strain
instrumentation.
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Fig. 4 Strain distribution across thickness.

Weld Filler Properties

Modeling elastic-inelastic behavior could be very difficult un-
less idealized into the simplest mathematical expressions within the
physical phenomena of the material and its application.’ The uni-
axial stress—strain relationship of a polycrystalline material may be
appropriately represented by the power expression®

o=K! ®

requiring no interpretation through theory. The strain-hardening ex-
ponent n is the log-log slope of Eq. (8) and is defined by n = 1 in
the elastic region when o < Fy.

Many mechanical properties of alaminum are seen to be related by
their common face-centered-cubic lattice substructure and copper
alloy. They all have a common elastic modulus of E = 10,500 ksi,
and all demonstrate similar strain-hardening curves. Their strength
dispersions are fixed by their temper processes, which establish their
unique elastic stress limit and strain-hardening slope. Therefore, it
is not surprising that the inelastic stress-strain slopes of any temper
k are noted to vary linearly with yield stresses.”

Given the yield stress of any temper, the strain-hardening expo-
nent (slope) may be shown to be approximated (within 5%) by the
linear expression

ng = 0.34 — 0.0045Fy ©)

The strength coefficient K is evaluated at the elastic—inelastic ma-
terial interface, which is the yieid stress, and the coefficient is ex-
pressed by

K=EFy™" (10)

Thus, determining the experimental yield stress, the Eq. (8) inelastic
parameter of each weld pass may be derived through Egs. (9) and
(10).

Because of peaking induced bending, the onset of yield strain is
a serendipity observed in Fig. 4 to emerge at one gauge per each se-
quentially and successively increased interval of axial loading. Then,
for each interval of applied loading, the portion of that load imposed
on each gauge region is expressed by the product of that proportional
area and Eq. (8) with the measured strain. Their sum for that interval
is equated to the external-internal load equilibrium formula

N=wh) Keip+EY &p (11)

from which each material set of parameters is calculated through
Eqs. (9) and (10) through each increasing interval of applied loading.

Terms on the right of the equation are the sum of inelastic and
elastic internal loads calculated from their measured strains, respec-
tively. The weld pass thickness was assumed to be equally divided
along the thickness for an average of h = H/8 = 0.175in., and p
is the number of passes represented by each respective strain gauge.
This technique was applied to data from all five strain gauges to
identify and define weld pass inelastic properties along the weld
centerline.

In determining filler properties from strains induced atload N =
15 kips, at least one strain had to be inelastic to not exceed the load
equilibrium of Eq. (11). That inelastic strain had to be on the verge
of a strain rate increase, such as gauge 1 measuring &, = 0.0026.
Substituting the inelastic and all elastic strains induced at N = 15
kips into Eq. (11),

15
0.124

—10,500{0.001 + 2(0.0016 + 0.0014 + 0.0013)]

where p = 1, the inelastic stress in kilopounds per square inch was

pK (0.0026)" =

K (0.0026)" = 20.2 (12)

By trial (or Newton method), a yield stress was selected and ap-
plied into Egs. (9) and (10) to satisfy Eqgs. (8) and (12). Resulting
properties representing weld pass 8 are listed in Table 3. At 20-kips
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Table 3 Weld filler inelastic properties

Gauge: 1 2 3 4 5
Weld pass: 8 716 12 34 5
Fiy, ksi 19 22 27 37 30

n 0.245 0.241 0.218 0.174 0.205
K, ksi 94.7 97.3 99.3 98.6 99.7
Ow, ksi 46 49 53 58 56
£y 0.0018 0.0021 0.0025 0.0035 0.0028

loading, the inelastic weld pass properties to be determined were
passes 6 and 7 represented by gauge 2. Substituting the derived in-
elastic properties of weld pass 8 in Eq. (8) and continuing as with
the 15-kips loading case, the load equilibrium of Eq. (11) was

20

2K (0.0024)" = ——— — 94.7(0.004)%2%*
© ) 0.124 ( )

—10,500[0.0012 + 2(0.002 + 0.0018)]

and the inelastic stress was K (0.00224)" = 22.8 ksi.

Results from similarly derived inelastic properties at all other
strain gauges along the weld centerline are also listed in Table 3.
Though listed resuits from Eq. (11) confirmed the suspected varia-
tion of inelastic properties among the weld passes, the orderly de-
crease of filler yield stress unexpectedly correlated with the orderly
increase in weld pass sequence. The last weld pass 8 at gauge 1 was
noted to have the lowest yield property, the prior pass had the next
lowest yield property, and so forth. This phenomenon was verified
by an independent graphic analysis, producing the same results.

Decreasing filler pass yield stress with increasing weld pass se-
quence is 2 particularly interesting phenomenon in that it coincides
with the decreasing peaking index of Eq. (7). Because weld de-
peaking and strain hardening decreases with increasing passes, later
filler passes experience less strain hardening and, therefore, result
in a lower yield stress. Consequently, if the last pass filler, which
is weakest and is on the obtuse angle side of the specimen, is com-
bined with the tension component of the induced moment, the com-
pounded tension on the last pass filler will prematurely rupture under
axial loading.

A more significant weld strength improvement would be to de-
peak the weld sufficiently to reverse the obtuse angle on the first pass
side to induce the tension component of the peaking moment on the
carlier passes having higher yield stresses and strength. This pro-
cess would provide a more uniform stress across the weld thickness,
producing a stronger weld in axial tension.

Summary and Conclusions

Weld fillers, having the lowest elastic limit and limited width
(gauge length), will yield first and progressively distort most in

bending. This principle was especially appreciated in observed weld
strength reduction of multipass welds leading to this study on the
influences of peaking.

A depeaking index model was developed for a double U-grooved
weldment that denoted the groove side receiving the thicker and
most filler passes earliest produced the greater depeaking angle.
A large range of depeaking angles may be achieved through the
welding process selection of designer control parameters, such as
filler pass thickness, number of passes, and polarities.

Using experimental strain data from a double U-groove aluminum
weldment, the filler pass inelastic properties were noted to vary
across the weld thickness with the weld filler yield stress decreas-
ing with increasing sequence number. This phenomenon coincided
with the decreasing peaking index model, in which strain hardening
decreases with increasing passes, and the resulting weaker last pass
filler (obtuse angle side of the specimen) combines with the ten-
sion component side of the induced bending to prematurely rupture
under uniaxial loading.

An enhanced welding schedule would depeak the weld suffi-
ciently to reverse the obtuse angle to the first pass side to impose
the tension component of the induced bending on the earlier weld
passes having higher yield and ultimate strengths. Reversing the
weld peaking provides a more uniform and lower stress across the
weld thickness, resulting in a stronger tensile joint. This simple
innovation may be the least intrusive modification on current and
future structural productions.
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